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PreClean® ZR100 
Technical Data Sheet

Applications: 
 
PreClean® ZR100 is a unique product that de-rust and preserves in 
one treatment. Rust is removed from all joints, crevices, nooks, hollow  
articles such as pipes and tubes where it is not possible to come up with 
sandpaper or tools. 

PreClean® ZR100 can be applied to steel, stainless steel and most of the 
ferrous metals. The preservation layer which remains on the metal is a 
phosphate layer, which is corrosion resistant for a short to medium term 
depending on the humidity in the space where the material is stored. 

Instructions for use:  

Plunge: 
1. Remove most of the loose rust, dirt, grease and oil from the  

surface.
2. Pour the PreClean® ZR100 in a plastic container or bucket.
3. Immerse the article in the bath of at least 15 to 48 hours depen-

ding on the rust layer, until the rust is gone. Remove the object 
from the bath regularly  and brush off loose rust. This enhances 
the effect.

4. If the object is free of rust, wipe off with a dry cloth, making a rust 
preventive formed phosphate layer. Rinsing with water is also  
possible.

Other: 
1. Remove the loose rust, dirt, grease and oil from the surface.
2. Items that cannot be immersed may be rubbed with a brush.
3. Proceed with the instructions mentioned above. 

Remarks: 

• PreClean® ZR100 is not suitable for metals such as: tin, brass, nickel, 
zinc-plated or zinc-plated surfaces.

• NOTE: For using the product please test if the surface can with-
stand this product.

• Avoid prolonged exposure to paint. PreClean® ZR100 can damage 
paint.

• Take the necessary safety measures according to material safety 
data sheet.

Specifications:  

Appearance: Liquid 
Colour :  Colorless
Odour :       Characteristic
pH :  <1
Flammability : Non-flammable 
Density:  1,3 g/ml

Hazard symbols and H & P statements (CLP): 

PreClean® ZR100 is part of our PreClean®, PreCare®, PreTagg® and  
PreSpec® product range, developed to clean and preserve all types of 
construction materials. For specific questions and applications or to 
consult the up-to-date TDS and MSDS sheets, please visit our website 
www.ccpi.nl
This information is based on laboratory tests and practical experience. 
For application and use, please adhere strictly to the descriptions 
in the technical product information sheets and MSDS sheets. We 
do not accept any liability for any advice provided by us. The applica-
tion, use and handling of the products are the sole responsibility of the 
user. All our documents and texts have been prepared to the best of our 
knowledge, language and translation errors are expressly excluded and 
can never lead to any liability.
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Special advantages:  

• PreClean® ZR100 cleans quickly and effectively.
• PreClean® ZR100 leaves a phosphate layer behind which is  

corrosion resistant.

Packaging and industrial waste:

Treat as industrial waste in accordance with the applicable regulations. 
Collect process water in accordance with the applicable local regulati-
ons.

 
 
 
 
 
 
 
H-Phrases:  H290 - May be corrosive to metals
  H314 - Causes severe skin burns and eye damage

P-Phrases:  P264 - Wash hands, forearms and face thoroughly  
  after handling
  P280 - Wear protective gloves, eye protection
  P301+P330+P331 - IF SWALLOWED: rinse mouth. 
  Do NOT induce vomiting
  P303+P361+P353 - IF ON SKIN (or hair): Remove/
  Take off immediately all contaminated clothing. 
  Rinse skin with water/shower
  P305+P351+P338 - IF IN EYES: Rinse cautiously with  
  water for several minutes. Remove contact lenses, if  
  present and easy to do. Continue rinsing
  P310 - Immediately call a POISON CENTER or doctor/ 
  physician
  P405 - Store locked up
  P501 - Dispose of contents/container to hazardous or  
  special waste collection point, in accordance with  
  local, regional, national and/or international 
  regulation

GHS05
Danger

 Considerations during application:

• Always place a reference test on the to be  treated surfaces in order 
to determine both adhesion and the technical and aesthetic result.

• Take the necessary safety measures according to material safety 
data sheet. 


